STOUCH DYNAMIC

)

IMPROVING TOUCH TECHNOLOGY

Pr#
% %

P07303-ll Customer Display Utility
V1.1.11

How to Use
Check Settings

Change Settings

First,Establish communication between the Customer Display and

Host.

- Please select serial port, or use the auto-scan to find P07303-II. -

Auto-Scan
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P07303-ll Customer Display Utility
Linking: COM1
PH:4FMVDO00Y1400(019) V1111
ScanDevice | | Configuration | User Defined Font | Firmware Update |
How to Use )
~Connection———————————— —~Power UP
Check Settings Baud Rate: I%00 jv [V Display Info And Message
Parity: |None vI
Data Bits: [6 =l age ;| ====WELCOME ====
Exit —International
Character (0x20~0x7F): |1 =FRANCE ~|
Code (0x80~0xFF): |3=CP-880 (Portuguese) EI
—Command Type
Command Type: |0=POS?3EII:I :l
SettoDevice Get From Device Export ToFile Import From File

)



&

0.

% $
"$

#

$ .$ %) # / % %
1(# %2 % $ & # % %
% $
P07303-ll Customer Display Utility
V1111
ScanDevice = Configuration “User Defined Fontﬂ Firmware Update ‘
2
How to Use 3 Default Language
0x20~0x7F
Check Settings =~ [o-usa 7]
S : 0x80~0xFF
Disable —
hange Settings  © |o=cp-437 (USA, ¢ vI
- ||
Exit g 1
Ensble AL || | Get From Device
3 Disable All
A Set To Device
B
C Export To File
D
¢ Import From File
F Erase All
0123456789 aABCDETF
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P07303-Il Customer Display Utility O0x68
V1111

ScanDevice |  Configuration | [User Defined Font | Firmware Update |

How to Use

Default Language
0x20~0%7F

I0=USA v I

0x80~0xFF
|n=cp-437 (usa, < »|

Get From Device

Set To Device

Export To File

Import From File
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Erase All
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Find Devide :PN:4FMUDBBAU14008<{0192>

Success?t?
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any key to countine...
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