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FCC Statement  
This device complies with Part 15 of the FCC rules.  Operation is subject to the following two conditions: (1 ) this 

device may not cause harmful interference, and (2) this device must accept any interference received, including 

interference that may cause undesired operation.  

 

Changes or modifications not expressly approved by the party responsible for compliance  could avoid the usersô 

authority to operate the equipment.  

 

Important Safety Information  
PLEASE READ THIS CAREFULLY BEFORE USING WF35 POS PDA  

 

Â Always treat your product with care and keep it in a clean and dust - free place  

Â Do not expose PDA to moisture or humidity  

Â Do not expose PDA to extreme high or low temperatures  

Â Do not attempt to disassemble your product  

Â Use only the chargers and batteries approved by Touch Dynamic, Inc .  The use of any other type may invalidate 

any approval and warranty.  No reverse c harging with other chargers, they may have inverse polarity  

Â Never use the charger if the plug is damaged  

Â Never touch the charger it your hands/feet are wet  

Â Do not expose the charger to water, it may cause electrical fires  

Â Do not repair the charger yourself  for your safety  

Â To reduce the risk of fire or burns, do not disassemble crush or puncture the battery  

Â Recycle or dispose of the battery safely and properly according to local laws and regulations  

Â Do not dispose of the battery in fire or water  

Â Do not let t he metal contacts on the battery touch other metal object, it could lead to short -circuit and damage 

the battery  

Â Only approval batteries, chargers that are designed for the model can be used with the PDA unit  
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Chapter 1:  Overview  

1.1  Front,  Back, Side & Bottom Components  

 
 

No.  Name  Descriptions  

1 Power / Main LED  LED for Wi -Fi & battery status  

2 Programmable LED  LED could be controlled by application via SDK  

3 Speaker  Built - in speaker  

4 Reset button  Press it to soft reset (reboot) PDA  

5 Battery cover   

6 Shortcut key  Programmable shortcut key for launching application 

or sending key event  

7 SD card cover & slot  For inserting SD card as external storage  

8 Headset jack  2.5mm phone headset  

9 Charging / Power jack  Connect to AC - to -DC adaptor for charging or power 

supply  

10 / 12  Stylus   

11  Power key  Press to power on / Press -n-hold to power off  

In power on status, press to toggle PDA to sleep or 

wake up (In sleep mode, it saves power yet Wi -Fi 

connection is still online)  

13  USB jack  Connect to PC for data synchronization (via Microsoft 

ActiveSync)  

14  Screw mount  For mounting add -on devices, e.g. Magstripe card read 

(MSR)  

 



 WF35  Manual  

                                 http://www.touchdynamic.com    Version 2.1a  

P.2 

1.2  LED Status  

Power / Main LED (left) indicates Wi -Fi & battery status.  

 

LED status  Descriptions  

Red flash  Battery  low  

Red solid  Battery very low (will auto off PDA  soon )  

Amber flash  Battery charging  

Green solid  Battery full  

Blue flash ( quickly )  Wi-Fi searching  

Blue flash (slowly)  Wi-Fi connected  

Off  Wi-Fi disconnected / Wi-Fi auto off status  

 

1.3  System Tray Icons  (Taskbar)  

System tray icons in taskbar are  listed below.  

 

Tray Icon  Descriptions  

 

Start menu  

Â Start > Settings > Control Panel for control panels  

Â Start > Programs for installed programs  

 

WLAN tray icon.   

 WLAN OFF           WLAN auto OFF  

 WLAN searching    WLAN connected  

Â Double tap to open WLAN panel  

 

Bluetooth tray icon.  

 Bluetooth OFF  Bluetooth turning ON  Bluetooth ON  

Â Double tap to open Bluetooth panel  

 

Battery level  

 

Battery charging     Battery full  

Â Double tap to open Power  panel  

 

USB connection tray icon  

Â Indicates an ActiveSync connection with PC is established  

 

Clock  

Â Double tap to open date/time panel  
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Tray Icon  Descriptions  

 Input method tray icon  

Â Tap to hide or show onscreen soft keyboard  

Â Tap-n-hold and drag up to select input method  

 

English Keyboard  

 English  European  

 

Traditional Chinese Keyboard  

 Phonetic   ChangJie   Simplified  

 

Simplified Chinese Keyboard  

 PinYin   ShuangPin    WangMa   

 WuBi   

 

Handwriting Recognizer  

 or    English / Chinese handwriting recognizer  

 

 
Task switching button  

Â Tap to switch between active applications  
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1.4  Battery & Charging  

 

Loading Battery  

 

1.  Align the metal contacts of the battery with the contacts inside the battery compartment.  

2.  Press the battery downwards until i t fits the battery compartment.  Push the battery until 

it is automatically locked.  

3.  Slide the battery cover upwards  

 

 

Unloading Battery  

 

1.  Press-n-hold the power key to turn off the PDA.  Remove the battery cover by sliding it 

downw ards.  

2.  Push the battery lock rightwards to unlock the battery  

3.  Gently lift the battery from left side and then take it out.  
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Battery Charging  

 

 

Insert to DC jack  

 

 

Battery charging  

 

Â Plug the charger to the electrical socket  

Â Connect the charger plug to DC jack of the PDA  

 

 

 

 

Â LED indicates amber flash during charging.  

Â Battery charging tray icon will be displayed in the 

taskbar.  

 

 

Battery is full  

Â When fully charged, LED indicates green solid.  

Â 100% battery tray icon will be displayed.  
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Battery Charger BC35  

BC35 is a standalone battery charging unit that can charge  standard & extended batteries.   

 

BC35 enables unlimited battery runtime for non -stop operation s of a busy restaurant.  BC35 

also facilitates better asset management .  Unlike consumer PDAs, user no longer requires to 

put their whole unit of PDA in the charging cradle, where the unit is placed in a common area, 

but to simply replace by a fully charged battery from the BC35.  Because of this, users are 

fully responsible fo r the units a ll the time.  This helps reduce  the loss and damage of the 

units since the responsibility of the units are clearly defined.  

 

 

 

 

 

 

When power charge r is connected to the 

power outlet the Status Indicator LED 

turns solid  green.  

When the battery is charging the LED 

turns solid  red.  

When the battery is fully charged the LED 

turns green.  
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To insert the battery , place  it as shown 

on the picture.  

Push on the battery to pull the battery 

clip down and slide battery toward the 

battery connectors .  

The clip should be released once the 

battery is properly connected.  

The Status indicator should change 

the color from green to red , once the 

battery is installe d and charging 

begins.  

 

To remove the battery, press on the 

battery clip and remove the battery.  
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1.5  Power ON / OFF  

 

 

To power on the PDA, press the power key softly.   The LED 

should be green solid if power is enough to turn on a PDA 

otherwise it will be red.  

 

System info is displayed on the boot up screen  

Â Serial No. (SN), an globally unique no. to identify a 

PDA 

Â ROM version, the version of system firmware  

Â ROM release date  

Â ROM languages (e.g. Eng+SC+TC is English + 

Simplified Chinese  + Traditional Chinese )  

Â Windows CE Edition (Professional Edition)  

Â Clock Speed (400MHz)  

 

Note:  

Â If LED is red solid when power key is pressed, the 

battery level is very low and the PDA needs c harging.  

Â If NO LED is seen when power key is pressed, it 

indicates no power is supplying to the PDA.  It is most 

probably due to missing battery, no DC power or 

battery level is completely empty.  

 

 

To power off the PDA, press -n-hold the power key for 1 

second.  System will pop  up  a message ñPOWER OFFò 

before it shutdown s the system.  
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1.6  Suspend (Sleep) / Resume (Wakeup) PDA  

 

PDA can be suspended like sleeping, called ñsleep modeò to achieve maximum power saving.   

When PDA is in sleep mode, the LCD backlight and touch panel are off, CPU is in sleeping status 

while Wi -Fi can be kept connected.   

Â To force sleeping (suspend) of the PDA manually , lightly press the power key.  

Â To wake up (resume) PDA  manually , lightly press the power key again.  Once woken up, 

PDA is back to the original status with the LCD backlight on and CPU running.  

 

NOTE : Please r efer to ñChapter 9: Power  Management ò 

 

 

The PDA has a unique ñsleep mode ò that allows maximum power 

saving yet Wi - Fi connection could be kept online.  

 

 

1.7  Soft Reset  (Reboot)  

Soft reset may be necessary in case system does not response any button & screen  contacts .  

The soft reset is like a reboot of the system.  It does not erase any installed programs or 

saved data.   

 

Always save the data within the active programs running on PDA before performing a soft reset 

or unsaved data may be discarded.  

 

 

 

 

 

To perform a soft reset:  

Â Locate reset button at PDA rear, top right hand corner  

Â Lightly press the reset button by stylus  

Â System will be rebooted  

 

Note: ñsoft resetò is a force reboot of system.  It discards all 

recent changes of system settings or file content that are 

pending for flushing to the physical flash memory.  

 

 

Always use ñPower offò (press- n - hold power key) to turn off the 

PDA or  recent changes of system settings / registry may not be 

saved to the file system  of the physical flash memory  

  

Reset button (use stylus to press button)  
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1.8  Clean Reset (Restore to factory default)  

 

In case a thorough reset of PDA is required, clean reset can be performed to erase all installed 

pro grams, settings and data.  The clean reset is equivalent to restoring system to factory 

default.  

 

To perform a clean reset:  

Â Turn off the PDA  (press -n-hold the power key)  

Â Press-n-hold the power key (keep holding)  

Â Press-n- release the reset button by stylus  

Â Keep holding the power key for few seconds until Restore to Factory Default  screen is 

seen.  Follow the screens below:  

 

 

 

 

 

 
Tap ñYesò to confirm  Tap ñYesò to double confirm  Reformat in progress.  It takes 

few minutes to complete  

 

 

 

ñClean resetò is a process to restore system to factory default.  

All data and programs will be lost.  

 



 WF35  Manual  

                                 http://www.touchdynamic.com    Version 2.1a  

P.11  

1.9  Stylus & Screen Calibration  

 

I n case touch screen  could not respond to tapping positions on screen accurately, recalibration 

may be necessary. Click Start > Settings > Control Panel > Stylus > Calibration (Tab 

page)  

 

 

 

 

 

 
Tap ñrecalibration ò  Follow targets and tap the screen 

by stylus  

 Calibration completed  

 

In case the screen does not respond to double click correctly, sensitivity of double - tap may 

nee d adjustment. Click Start > Settings > Control Panel > Stylus > Double - Tap (Tab 

page)  

 

 

 

 

 

 
Double tap on the checkers   Double tap icon to verify   Icon should be changed in 

response to the double tap  
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1.10  Anti - drop strap, Anti - slip hand strap & Leather case  

 

Standard PDA package comes with anti -drop and  anti -slip hand strap s.  These straps, 

especially the anti -drop strap, are effective accessories to help protect PDA from damaging 

when the unit drops to the ground .   

 

Leather case is an optional accessory to further strength the protect ion of PDAs.  

 

Anti - drop strap  

 

 

 

 

Â The a nti -drop strap attaches to PDA bottom 

strap hole  

Â One ending of t he strap is a lock designed to 

attach to userôs belt position  

Â The middle part of the strap is an elastic spring 

that is able to absorb the force when the PDA 

unit is hitting the ground or when PDA is out of 

usersô hands 

 

Â A detachable design to facilitate users to return 

the PDA units to their supervisors / managers  

 

 

Leather Case  

 

Â Leather is used together with anti -drop strap  

 

Note:  Protective flip cover has to be re moved 

when leather case is used  

 

 

 

 

 

 

 

Â Front view of leather case with anti -drop strap  
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Anti - slip hand  strap  

 

 

 

 

Â The anti -slip hand strap is basically a 

hook -and - loop strap  

Â Each strap needs a pair of locks.  The locks 

should be placed in a correct direction and 

sequence  

 

Â The length of the strap is adjustable for different 

size of users ô hands.  
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Â Align the locks to PDA ôs top and bottom strap 

holes position.  

Â Lightly insert the lock and attach it to the PDA  

Tips: To fix the lock, it needs to insert -n- rotate 

until you hear a ñticò sound  

 

 

 

 

 

 

 

 

 

Â Anti -slip hand strap can be used together with 

the anti -drop strap  

 

 

 

 

Anti - drop strap is a highly recommended accessory using with 

the PDA .   It is site proven that it helps reduce damaging of PDA 

effectively.  

 

 

1.11  Screen Protectors  

 

Each standard package of PDA provides a piece of screen protector film.  The film helps 
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protect touch screen from scratches, tears, dirt, dust, oil and grease effectively.  

 

 

Screen protector film is a highly recommended accessory to help 

protect touch screen from wear & tear.  
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Chapter 2:  System Information  

2.1  S/N (Serial No.), Memory & Version  

System information provides important information for deployment and ongoing support. To 

access the info, tap Start > Settings > Control Panel > System Info  

 

 

Â S/N is a globally unique serial no. to 

identify a PDA  

 

 

Â Total flash memory doesnôt include the 38MB system 

ROM and the 20MB backup disk (Actual physical total = 

128MB)  
Â Storage memory is RAM allocated for system storage 

space (system cache)  
Â Program memory refers to RAM allocated for running 

applications  
Â 32MB RAM is occupied by the system ROM and about 

32MB RAM is left for system & applications  

 

Â ROM version  

Â Release date  

Â Multi - lingual operating system 

language  

Â Windows CE licensing  

Â CPU clock speed  

 

 

Â Address type  
Â IP Address  
Â Subnet mask  
Â Default gateway  
Â WLAN network card  MAC address  
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2.2  Operating System Information  

Operating system information is shown  at Start > Settings > Control Panel > System  

 

 

Â Windows CE 5.0 Operating System  

Â Samsung Processor  

 

 

Â ñStorage memoryò refers to system cache memory 
Â Cache memory may be fine tuned to attain optimal 

performance but excessive cache also reduces available 

memory for applications  
 

 

2.3  Wi - Fi & Network Information  

Wi-Fi and network information provides important information for network configuration. 

Double tap the Windows taskbar WLAN tray icon or tap Start  > Settings > Control Panel > 

WLAN > IP Information ( tab  page)  

 

 

Â TCP/IP info of Wi -Fi network  

IP Address / Subnet Mask / Default 

Gateway / WLAN NIC MAC Address  

 

 

Â More detail info about TCP/IP settings, e.g. DNS servers, 

DHCP lease expire time.  
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Chapter 3:  Admin istrator  & User Mode  

3.1  Introduction  

WF35 PDA has two distinct modes of operation: Administrator Mode and User Mode.  

In Administ rat or Mode, system administrators or field service technicians have full rights to 

configure system settings and ins tall / un - install applications.  This is a mode typically u sed 

for initial stage of setup and ongoing maintenance.  

 

User Mode, as its name implies, is specially designed for end users who use the PDA as a 

dedicated working terminal or appliance. Since  syst em configurations are completely hidden in 

user mode, e.g. IP address, Wi -Fi keys, application shortcuts & etc, system integrators (SIs) 

would find deploying WF35 solutions  much fewer support calls in compare with  deploying 

consumer based PDAs.  Since user s have no way to access to file system in this mode, no files 

or local database can be tampe red or taken out of the device.  Therefore, data security could 

be enforced effortlessly.  

 

The desktop / program shortcuts could be customized independently in Ad mi nistrator Mode 

and User Mode.  Standard control panel features in admin mode are  reduced in user mode.  

 

The characteristics of the Administrator Mode and User Mode are summarized in below table:  

 

Mode  Description  

Administrator Mode  Â An operating mode for administrators & System integrators.  

Â Full administrative rights in major system configurations:  

1.  Network settings, e.g. Wi -Fi profile settings  

2.  Program installation / un - installation  

3.  File manager for file, folder, shortcuts access  

4.  Driver / OS update  

5.  System b ackup & restore  

User Mode  Â An operating mode for end users or operators in production site.  

Â The PDA works like a kiosk.  Only designated applications (via 

shortcuts) are allowed to execute.   

Â Access to system configuration is prohibited  

 

 

 

User mode enables zero support of the PDA because all system 

settings are hidden from the end users.  
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The following are screen captures for comparing administrator & user mode .  In user mode, 

only limited set of control panel features are available.  

 

Administrator  Mode  User Mode  

 

Â Full items in start menu  

 

Â Configurable items in start menu  (default is 

empty)  

  

 

Â Full features in control panel  

 

Â Limited features in Control panel  

 

Note:  

Â In user mode, panel features are further 

restricted by hiding some tab page s of 

setting .   

Â For example, WLAN panel in user mode has 

no ñAdvancedò tab page to configure 

settings .   

Â Another example is ñSystem backupò.  

Only ñrestoreò is allowed in user mode for 

system recovery.  
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3.2  Administrator Login and Default Mode  

A brand new PDA  is pre -configure d to run as Administrator Mode.  All features can be  

accessed without restrictions.  To configure default boot up mode, follow the steps below:  

 

Administrator login  

 

 

Â Turn off the PDA (press -n-hold power key)  

Â Press-n-hold power key (keep holding)  

Â Press-n- release the button once  

Â Hold the power key for 1 second and then release 

(Holding for  few seconds will jump to ñrestore to 

factory defaultò)  

Â Administrator login screen is displayed  

Â Enter password (default is 12345678)  

 

Note:  

Â Administrator  password should not be disclosed to 

end users  

Â Password can be changed by an administrator tool 

(refer to Chapter 3.6 -  Change administrator 

password )  

 

 

Administrator Menu  

 

Â Correct logon password  will display a menu for 

administrator (similar to BIOS menu of a PC)  

Â To change default mode as user, select ñChange 

default Modeò 

Â If administrator needs to go to user mode once to 

examine the use mode settings, simply select ñStart 

OS (User Mode)ò.  This will not change the default 

mode  

Â Similarly, if default mode is user, administrator may 

want to go to admin mode once by selecting ñStart 

OS (Admin mode)  
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3.3  User Mode Restrictions  

The following table summarizes the restrictions in user mode.  

 

Items  Purpose  

System settings change  

(Most are features of control panel)  

Â No changes on environment pre -configured by 

administrator  

Â No support due to accidentally changes of settings  

Application shortcut change  

(Desktop & program shortcuts)  

Â No changes of application  environment  

Program installation / un - installation  Â No installation of unauthorized applications, e.g. games, 

personal utilities  

Â No removal of pre -configured applications & runtime 

libraries  

Direct access to files & local databases  

(via File Manager)  

Â No unauthorized access to files & database  

Â No copying of data out of PDA  

Â No program installation via SD card  

Note: Administrator should not create shortcut to file manager 

in user mode  

ActiveSync connection  Â Prevent unauthorized installation / un - installatio n of 

applications  

Â Prevent direct access to files, local database & setting 

systems  

 

3.4  Customizing Administrator / User Mode Shortcuts  

Program shortcuts displayed in the desktop or Start > Programs  can be customized 

inde pendently in admin & user mode.  Typically, user mode may contain only one or two 

application shortcut s.  S pecial shortcut folders for different purposes are listed below:  

 

Shortcut s Administrator Mode  User Mode  

Desktop shortcuts  

(Shown on top of wallpaper)  

 

\ Windows \ Desktop  \ Windows \ Desktop_user  

Program shortcuts  

(Start > programs)  

\ Windows \ Programs  \ Windows \ Programs_user  
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** Auto startup programs, 

e.g. background process  

\ Windows \ Startup  \ Windows \ Startup_user  

 

Note :  

System level programs placed in both \ Windows \ Startup & \ Windows \ Startup_user should not 

be deleted, e.g. MsrIconControl.exe, ReadSysInfo.exe  

 

3.5  Ap plication Auto - run via SD Card  

Configuring a large of number of PDAs could be a time consuming task.  With this in mind, the  

PDA is specially designed to enable autoru n of designated program when a SD card is inserted.   

For example, it allows auto - run a POS installation program.  

 

The autorun.inf is a plain text file that must be placed at the root directory of a SD card. The 

format is as follows:  

[autorun.inf]  

Open=XXXX 

 

XXXX is the auto - run application.  Note that XXXX cannot contains any space or it cannot be 

executed, e.g. \ POS \ SetupApp.exe  is a valid definition but \ POS \ Setup App.exe  would 

be ignored.  

 

3.6  Change Administrator Password  

It is recommended to change defaul t admin password before deploying PDA to customer site s. 

To facilitate changing password of a number of PDAs, a separate ñAdmin Password Changerò 

SD card utility is provided.   
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Change administrator password  

Â Copy AdminPwdChanger.exe and password.txt to a 

SD Card folder  

Â Open password.txt and edit entry below:  

ENCRYPTION_KEY=KKKKK  

OLD_ADMIN_PASSWORD=PPPPPP  

NEW_ADMIN_PASSWORD=NNNNN  

Where:  

KKKKK is a key combination of numbers and in 

capital letters (Minimum length = 8, Maximum 

length = 16)  

PPPPP is the origin al password (Minimum length=8, 

Maxium length=16)  

NNNNN is the new password (Minimum length=8, 

Maximum length=16)  

Â Create a  autorun.inf in SD  Card to run 

AdminPwdChanger.exe utility, new password could 

be deployed to a number of PDAs easily  
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Chapter 4:  Regional Settings  

4.1  Date & Time Setup  

To change date/time and time zone, double tap the Windows taskbar Real Time Clock (e.g.) or 

tap Start > Settings > Control Panel > Date/time ( Date /time tab  page)  

 

 
Â Adjust date & time  

 

 
Â Time zone must be properly configured if  ñTime Syncò is 

used.  Otherwise, system could not display correct time 

according to local time zone  setting .  

 

4.2  Auto Time Synchronization  

The ñTime Syncò feature enables auto time synchroniz ation  with any time server supporting 

Simple Network Time Protocol (SNTP) on th e network via Wi -Fi connection.  Tap Start > 

Settings > Control Panel > Date/time ( Time Sync tab  page)  

 

 

By default, the SNTP Time Sync function is enabled . 

Â To enable/disable the Time Sync function, tap to 

check/uncheck the ñSNTP Time Syncò checkbox. 

Â The default SNTP server  is time.nist.gov .  

Â System integrator could  configure a POS server with 

SNTP service for synchronizing date/time to all PDAs.  

In that case, SNTP server address could be IP 

address like 192.168.x.y .  

Â Default Time Sync refresh period is 3600 seconds  

(i.e. 60 minutes ).  

Â Tap the ñUpdateò button to manually perform a  

Time Sync operation immediately. (Remember to set 

the correct a time zone )  
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NOTE:  

Â Time sync is disabled  in sleep mode.  Next time sync 

attempt will be deferred when PDA is manually 

woken up.  

 

4.3  Regional Settings  

Regional settings like date & time format, number and currency format can be configured in 

Start > Settings > Control Panel > Regional Settings > Region (Ta b  page)  

 

 

 

 

 

 
Tap ñcustomizeò  Tap ñTimeò tab page  Select time format  

 

4.4  Multi - lingual User Interface  

The PDA is a  multi - lingual system .  System language can be changed in Start > Settings > 

Control Panel > Regional Settings > Language (Tab Page) .  It requires a reboot to 

make language  change effective.  (Note: The PDA  has in -built support of English, Traditional 

Chinese & Simplified Chinese languages)  

 

 

 

 

 

 
Select language     Reboot required  
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Chapter 5:  Windows Explorer (File Manager)  

5.1  Windows Explorer Options  

Windows Explorer is one of most frequently used tool like File Manager.  It provides all basic 

file operations like copy, cut, paste, paste shortcut, delete & etc.  There are options could be 

configured as follows:  

 

 

 

 

 

Windows Explorer can be opened  

via  ñMy deviceò & Programs 

 Â Default style of file / folder 

display.  

Â ñStorage card ò is the folder 

for  SD Card  

 Display address bar (view > 

Address Bar)  

 

 

 

 

 

 

Folder ñ\Storage Cardò points to 

the SD Card  

 Change to Small  Icons   Small icons is the style enables  

fast  file and  folder browsing  
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To display hidden & system 

folders / files, go to view > 

options  

 Uncheck options as above   Temp and  Windows are hidden 

folders  (by default, file manager 

hides these folders)  

 

5.2  Creating Shortcuts  

There are 2 ways to create a shortcut: ñCopy & Paste Shortcutò using Windows Explorer and 

ActiveSync. The following is an example using Windows Explorer.  

 

 

 

 

 

Copy a file or folder   Paste a shortcut on the desktop   Shortcut created  
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5.3  Recycle Bin  

By default, deleted files are temporary stored in the Recycle Bin before they are permanently  

deleted from the file system.  The behavior and the capacity of the recycle bin can be 

configured as follows:  

 

 

 

Tap-n-hold the icon, s elect 

properties  in the popup menu.  

 Á Deleted files may be removed immediately by option ñDo 

not move files to recycle binéò 

Á The maximum size of recycle could be adjusted by the 

sliding bar  
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Chapter 6:  ActiveSync (PC Synchronization)  

Microsoft ActiveSync is a Windows Mobile software that allows user to synchronize Windows Mobile 

and other Windows CE -based devices with a Windows -based PC . 

 

If a PC  is running Windows Vista, ActiveSync is managed through the Windows Mobile Device Center. 

For earlier versions of Windows, Microsoft ActiveSync is needed to be installed. The Microsoft 

ActiveSync 4.5 is recommended for installation.  

 

The ActiveSync enable s files browsing, app lications installation/removal.  The PDA supports 

ActiveSync via USB (default option) and Bluetooth (optional ï details please refer to session ñChapter 

8.7 -  Bluetooth Service -  ActiveSyncò). 

 

6.1  Configure ActiveSync via USB  

By default, the PDA  use s the USB port for the PC connection to  ActiveSync.   User may double 

check the status on Start > Settings > Control Panel > PC Connection  

 

Windows XP Profession al  is used for illustratio n purpose. Make sure ActiveSync  is properly 

installed . 

Â Right click ActiveSync tray icon in the Windows taskbar  

Â Select ñConnection Settingséò from the pop up menu. 

Â Enable the ñAllow USB connectionsò checkbox option 
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6.2  Running ActiveSync via USB  

Make sure PDA is under  administrator  mode (since USB is disabled  in User mode by design  for 

security purpose ).  

 

Connect PDA to PC via mini -USB cable.  PCôs ActiveSync will be start ed automatically.  

Â The ActiveSync tray icon will changes from grey to green  

Â The ActiveSync startup dialog appears . Select ñNoò and press ñNextò 

 

Â Press ñExploreò to browse the files and folders of the PDA remotely  

 

Â When ActiveSync is connected, PDA has a tray icon to indicate such status .  Note that 

ActiveSync connection will disable ñsleep modeò even ActiveSync is idle  

 












































































































