In today's markets, simplifying operation is a must, due to high turnover. A touch enabled monitor helps reduce training time and user error. Touch Dynamic takes advantage of the Trinitronics Flat Tube Technology and ELO's versatile touch screens, delivering you the best quality CRT with touch in the market.

**Trinitron Benefits**
- True Flat Square Tube
- Outstanding Picture Quality
- ELO Touch Screen

**Specifications**
- Model: 15" FD Trinitron
- Viewable Image Size: 14"
- Aperture Grille Pitch: 0.24mm
- Maximum Resolution: 1280 x 1024 @ 66 Hz
- Scanning Frequency:
  - Horizontal: 30-70 KHz
  - Vertical: 50-130 Hz
- Display Colors: Unlimited
- Display Area: 285 x 215mm
- Input Signal:
  - Video: Analog RGB (0.7V p-p, 75 Ohm)
  - Sync: Separate TTL Level
  - Composite TTL Level
- Compatibility: PC99, Windows 95, 98, ME, NT, 2000, Macintosh
- Power: AC 100-240V (Universal), 50-60 Hz
- Operating Conditions:
  - Temperature: 10° C - 40° C (50° F - 104° F)
  - Humidity: 10% - 80% (Non-Condensing)
- Storage Conditions:
  - Temperature: -20° C - 60° C (-4° F - 140° F)
  - Humidity: 10% - 90%
- Regulations: UL, C-UL, VCCI, BCIQ, CCIB, CCEE, MPR II, TCP
- Power Saving Mode:
  - Operation: < 90 watts (Max)
  - Suspend: < 15 watts (Max)
  - Active Off: < 5 watts (Max)
  - LED Indicator: Green
  - LED Indicator: Amber
- Dimensions: 14.17" (W) x 14.65" (H) x 15.31" (D)

Touch Dynamic, Inc
970A New Brunswick Ave.
Rahway, NJ 07065
888.508.6824